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CHANGES NEAR MAXTMOM IJPFT CAUSED BY DEFLECTION
OF HTIGH-II¥FT DEVICES -

By Jerold M. Bidwell and Jones F. Cghlll
SUMMARY

The large pitching-moment increments associated wlth deflection of
certain types of tralling-edge high—1ift devices have made it difficult
or impossible to obtaln trim during landing and take—off. As an ald In
the selection of high—11ft devices, therefore, a survey has been made
of two—dimensionsal data on trim changes near meximum 1ift resulting
from deflection of various types of leading—edge and tralling-edge high—
1ift devices. Increments of plitching-moment coefficient near maxlimum
1ift caused by deflection of tralling—edge high—l1ft devices when
plotted against increments of maximum 1ift coefflicient have been found
to fall within a falrly narrow band, regardless of such varlables as
flap size or airfoil sectian. Trailing-edge devices whlch provide an
increase in airfoll ares produce mich larger pitching-moment Increments
than devices which merely Increase the sirfoll camber. The addition of
leading-edge high-1ift devlices, and particularly those leading—edge
devices which extend to cause an increase in ares, cause large reduc—
tlons In the plitching-moment increments caused by tralling—edge—flap
deflectlon. The use of extensible leading—edge devices with nonexten—
slble trailling—edge devices seems to offer the best comblnation of high
1ift and low pitching-moment Increments.

INTRODUCTION

The large pitching-moment increments assoclated with deflectlon of
certaln types of tralling—edge high—1ift devices have made 1t difficult
or impossible to obtain trim during lending and take—off. Although

*other factor: such as ground effect influence trim, a comparison of the
pltching-moment increments that result from deflection of various hligh—
1ift devices 1ls useful to oblaln the optirum flap uype.

—
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A survey hes been made of two—-dimenslonel data on piltching-moment
changes resultlng from deflectlon of hlgh-11ftdevices. Data are
presented for various types of both leading-edge and tralling—edge
devices which are 1n general use. A complletlon 1s presented in
reference 1 of data on airfolls equipped with various types of trailing-—
edge high—1ift devices. The pltching-moment dete consldered in refer—
ence 1, however, were those near zero angle of attack. Due to the fact
that pitching-moment curves for airfolils with high—1ift devlices are not
generelly linear, the pltching moments near zero 1ift may not be a good
indication of the megnitude .of pltching moments at high 11ift coeffi—
cients. The present analysis 1s therefore concermed only with pltching
moments in the region of maximm 1ift.

SYMBOIS
¢yt near—-maximum section 11ft coefficlent
c:ma section piltching-moment coefficient about aerodynamlc center
¢ of flapped alrfloll for near—-maximum 1ift coefficlent
ao' angle of attack for near-maximm section 11ft coefficient,
degrees o
B¢ angle’ of deflection of trailingedge flap, degrees; positlve

when tralling edge ig down

Acl' increment in near-maxlimim section 1ift coefflclent caused
by deflection of high~lift devices

Acy, Increment In section pitching-moment coefficient at near—
meximum section 11ft coefficlent caused by deflection of
high-11ft devices measured about a.erodynamic center of
plain airfoil _ . . oo .

Koo chordwise position of aerodynamic center, percent chord;
poslitive when aerodynamic center 18 to rear of leading
edge

Yac ~position of aerodynamic center normal to chord line,

percent chord; positive locations ara below chord line
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DISCUSSION

Sketches of the various types of hilgh—1ift devices treated in this
paper are shown In flgure 1. In figure 2, Increments of pitching-—
moment coefficlent about the plain—ealrfoll aerodynemlic center have been
plotted against increments of 1ift coefficient caused by deflection of
various types of high—1ift devices. The high—11ft devices were at the
position and deflection for the highest maximum 1ift coefficlent. The
data. shown in this figure are Ffor & 11ft coefficlent near msximm 1ift
but before any largs change In piiching moment has resulted from the
stall. ITn all cages thils 1ift coefficient is greater than 90 percent
of the maximm 1ift coefficlent. Curves have been drawn in this fligure
to show the general trends of the data presented but are not Intended
40 indicate a preclse variation in these variables. In order to provide
more detailed information on these configuretions, all the data pre—
sented in figure 2 are listed in table I elong with the sizes of high—
1ift devices used and references to the papers in which the data were
originally presented. It must be realized that the pitching-moment
data shown In figure 2 cannot be applled directly to finite—span wings
but that they are shown herein merely as an indication of the relative
merits of the various types of high—1ift devices as far as their effect
on section 1ift and pltching-moment changes 1s concermed. The effect
of using different types of devices on different portions of the wing
span in particular cemnot be shown by these data but may be Inferred
since the characteristics of the complete wing are derived from a
summation of the characteristlcs of the verious sections along the span.

As ghown by the dets in figure 2, the pltching-moment Increments
caused by trallingedge high—11ft devices which do not lncrease the
wing area fall within a falrly nsrrow, well—defined band regardiess of
such variables as flap size or airfoil section. (Data for those single
slotted flaps with short slot—llp extensions are included Iin this group
. 8ince they produce only small incresses in area.) These data differ’
from the data shown in reference 1 for conditlons near zero angle of
attack. The data in reference 1 show that, at the low angles of attack,
the pltching—moment data agree fairly well with thin-elrfoil theory and
that large moment changes occur as the flap—chord ratlio 1s varied. The
deta shown in flgure 2 for neer-maximumm 11ft Indicate higher negative
pitching—moment Increments in all cases than the data at lower angles
of attack.

The datae for tralling-edge devices that Increase area are also
shown to fall wilthin a fairly well—defined band although devices of
this type cause much larger increases In pliching moment for a glven
increase in 1ift coefficlent than the devlces which do not Iincrease
area. This result could readily be anticlpated since the Increase In

I
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area resulting from extension of thege devices ls far behind the center
of momsnts. Trailingedge devices of thils type cen produce larger
increasges in maximum 1ift than the devices which do not Increase area
but do so only at the expense of mich grester pltching moments.

Teading-edge devices increase meaximmm lift—coefficients princi—
pally by delaying separation of-the flow and therefore cause little
change 1n pitching moments. IExtensible leading-edge devices, because
of the fact that the locatlon of the high leading-edge load is moved
forward, can actually decrease the negative pitching moments while
increaging maxImum 1ifts. As shown in flgure 2, however, the increases
in maximum 11ft produced by leadlng-edge devices alone are relatively
amall. Teading—edge high—-lift devices also cause the maximum 11ft to
occur at higher a:agles of attack, which res‘bricts thelr use 1n soms
applications. . . L .

When leading—edge devices are used in conjunction with tralling-
edge devices the adventages of both the tralling—edge Increase in
canber and the leading—edge delay in separation are obtained. The
pltching—moment increments resulting from such combinationa with no
increase 1n area are of-—very nearly the same magnitude as those for the
tralling-edge devices alone. Data are shown for only one combination
for which the trailing-edge device extends bub the leading edge does not.
extend. The pitching-moment increment for thils configuratiom shows a
definlte decrease resulting from the use of the leading-edge devices.

When & leading—edge device is extended, decreases in negative
pitching moment result because a large portion of the load 1s carried
forward of the normal alrfoll leadlng edge. Extensible leading-edge
devices in combination with either extensible or nonextensible trailing-—
edge devices are readily seen to provide the largest increments in
mexlmm 11ft of-any of the devices consldered. If extenslble leading-
edge devices ere added to alrfolls with nonextensible trailing—edge
devices, incressesg in 11ft increments occur wlth reductions in pitching—
moment Increments. (Compare configurations 5 with 8 and 13 with 15,
table I.) If extensible leading—edge devices are added to airfoils
with extensible tralling—edge devices, however, Increases in maximum
lifts alone occur with little reduction in piltching-moment inecrements.
(Compare configurations 33 with 35 and 36, teble I.) For this reason,
extensible leasding-edge devices combined with nonextemsible trailing—
edge devlices seem to offer the best cambinatlion of high 11ft and
moderate pltching-moment increments. . .

As an aild in the applicatlon of section data on high—11ft devices
to the computation of finite—span wing characteristics, detailed Infor—
mation on the near—maximm 1ift coefficlemts, angles of attack at which -
they occur, aerodynamic—center positions, amd the pitching—moment -
coefficlents about the serodynamlc center for a number of high—1ift
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devices at various deflections are shown in Tigure 3. The varlations
of pitching—moment coefficient with 1ift coefficient for airfoil
sectlons with high—1ift devices are not generally linear so that an
exact aerodynamic—center position covering conditions throughout the
entire 1ift rangs does not exist. The aerodynamlc—center poslitiouns.
shown in figure 3 were computed by the method of reference 28 for con—
ditions that exist near maximum 11ft but apply through = range of 1ift
coefficient of about 0.8 below c;t.

CONCIUDING REMARKS

A compilation has been mades of a large amount of two—~dimensional
deta on trim changes nesr maximum 1ift resulting from deflectlion of
various types of high—11ft devices. Incremsnts of pliching-moment
coefficlent near mexlmum 11ft caused by deflection of traliling—edge
high—1ift devices when plotted ageinst increments in mexlimum I11f%
coefficient have been found to fall within & falrly nerrow band,
regardless of such varlables as flap slze or airfoll section. Tralling—
edge devices which provide an increasse 1n alrfoll area produce mich
higher pitching-moment Increments then devices which merely Increase
the alrfoil camber. The addition of leading-edge high—1ift devices,
and particulerly those leading-edge devices which extend to cause an
increase In ares, cause large reductlons in the pitching-moment incre—
ments caused by treiling-edge—+flap deflection. The use of extensible
leading-edge devices wlth nonextensible tralling-edge devices seems to
offer the best comblnation of high 1ift and low pitching-moment
Increments.

Langley Aercnautical Iaboratory
National Advisory Committee for Aeronautics
Langley Alr Force Base, Va.
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Trailing-edge | Leading-edge
Configuration Alrfoil devices devices bogt | Acy Reference
Type | Chord Type | Choxd .
1 RACA 23012 (a) | 0.20 m——f 0.83 | -0.180| Ref. 2, fig. 9
2 NACA 23012 (a) .20 ~== [ ==2==| .80 | =-.182( Ref. 3, figs. 2, 3
3 NACA 65210 {a) .50 === | ~==~=| .37 | -.070| Ref. &, fige. 1 to &
L HACA 23012 () .10 —— | - 73 | -.200]| Ref. 5, £i1g. 8(a
5 HACA 23012 b) .20 === | =~=e={1.01 | -.230] Ref. 5, fig. B(b
6 RACA 23022 b) .30 == | mm———| 102 | -. Ref. 5, rig. B(c
T NACA 23012 b) ko el B 1.06 | -.2h5| Ref. 5, fig. 8(a
8 NACA 23012 (b} .20 {v) |0.155| 1.22 | -.110| Hef. 6: rig. 8(e)
9 NACA 23012 a) A5 e | —mmee 1.09 | ~.370| Ref. 7, fig. 21
10 RACA 23012 a 25 === | me===| 1,66 | -.609| Ref. T, £ig. 25
1 HACA 23012 a .30 == | me=—=] 172 | -.TO9| Ref. 8, fig. 3
12 HACA 23012 Ea.) .30 === | ===} 1.3% [ -.509] Rer. 8, £ig. 8
13 HACA 23012 c) 256 | === | w—e-} 1,15 | -.296]| Ref. 2, fig. 15
14 NACA 23012 : a) ko == | mem—=} 1,283 | -. Bef. 9, fig. 9
15 FNACA 23012 o 256 | (1) JA55[ 1.%9 | -.215|.Bef. 6, rig.
15 FACA 23012 L (e .30 me= | =====| 1.63 | -.635| Ref. 10, fig. 15{e)
17 HACA 23021 b AQ | e f——| 8| - Ref. 5, rig. 9(a}
18 HACA 23021 b) .20 e e L.2T | -- Ref. 5, fig. 921:)
19 FACA. 23021 b) .30 === | =====11.k2 | -.348| Ref. 5, £ig. 9(c)
20 HACA 23021 'b; R === | =====| 185 | -.398] Rer. 5, fig. 9(a)
21 HACA 23021 o 256 | == | em——={1.2k | -, Ref. 11, .
22 NAGA 23021 a) Lo === | ~=---] 1.25 | -.388| Ret. 12, rig.
23 NACA 23021 ® 32 | ————— 1.75 | ~.7T27| Ref. 13, rig. lhi(a)
2k HACA 66,2-216 o .25 === | =====]1.30 | =.375| Ref. 1k, fig. T
25 HACA 63,%-L20 c 25 e 1.54 | -.378]| Ref. 15, fig. 6
26 NACA 23012 B) | .20 | (&) | .180]|1.03 | --230| Rer. 16, rig. 5
27 NAGA 23012 ‘b; .20 a L300 [ 1.27 | -.255| Ret. ﬂ’ rig. 5
28 NACA 23012 [ .256 e .180| 1.38 | -.365| Ref. 26, fig. 6
29 NACA 23012 e) .256 2) .300| 1.60 | ~. Ref. 17, fig.
30 NACA 23012 | ——- 'b} JA55( .48 060} Ret. 6, fig. 8(a)
n BACA 23012 S P 2} | .1Bo| .h2 | -.0ho| Rez. 18, rig. 5
32 NACA 23012 e R a} .300| .66 | -.080| Bef. 17, fig. 5
33 Clark Y (a) o === | w=m=~11.90 | ~.822| Ref. 18, fig. 9
3k Clark Y == | m=m—— | (D) Ja30| W82 .001 | Ref. 18, fig. 9
35 Clark Y Ed.; ko Eb; 301 2.1 | -.778| Ref. 18, fig. 9
36 Olark Y a 40 b .130 | 2.36 | -.769 | Ref. 18, fig. 9
37 HACA 0009 e c) .054 | .32 | -.0h0| Ref. 19, fig. 2
38 NACA 0009 . (a) .25 ) 0% | 1.49 | -.Lho! Ref. 19, fig. 2
39 FACA 0009 — | m——- ° JAbh | .58 | -.020] Ref. 20, fig. 3
ko Clark Y el B a A73| .53 | -.060 Ref. 21, fig. 6(a)
51 Clark Y . : — | —— a .300( .81 | -.27| Ref. 21, fig. gf"i
ko Clark Y . (b .20 a 21751 1.03 | -.195 | Ref. 21, fig. 6&(a
k3 Ciark Y { .20 a) 2300 | 1.27 | -.295 | Ref. 21, fig. 6(b}
4k NACA 23018 — | em——- b) 222 | .70 .Q20 | Ref. 22, fig. 8
U5 RACA 23012 el s b JA66| .85 .015 | Ref. 22, Fig. 13
46 NACA 23018 o) ko b 222 ]2.08 ] - Ref. 22, fig. T
k7 NACA 23018 o) T b 2221 2.19 | -.355] Ref. 22, fig. 10
Lg - NACA 23012 o) ko b .166 | 2.22 | -.370| Ref. 22, fig. 13
k9 HACA €, -012 == | m—— 4 .10 <13 .030| Ref. 23, fig. 8
50 HACA 6l;-010 wem | mm—— a .10 { ] .065|Ref. 23, rig. 8§
51 NACA 6k -ql2 (v) .20 (a) A0 {18 | -. Ref. 23, fig. 8
52 WACA 64, -012 (b) 20 (a) A0 |16 | - Ref. 23, fig. 8
53 HACA 64-009 ——— | m—— (a) .10 ™ .OT5 | Ref. 24, fig. 9
54 NACA 64-009 (v) .20 (e .10 |1.55 | -.090| Bef. 2k, fig. 9
55 6-percent ciroulsar arc ——— | —— (") 15 .41 | -.0B6] Ref. 25, fig. 6(a)
=6 6-percent circular arc (a} .20 [-) A5 | L.20 | -.291| Ref. 25, fig. 11(a)
52 10-percent cireular arg | === | ===== c) 15 41 | -.091| Ref. 25, £ig. 6(b}
5 10-percent oircular are Ea. .20 (c) 25 |1.27 | -.338] Ref. 25, £ig. 11(b)
89 | 6-percent circular arc a .20 (v 25 {1.25 ] - Ref. 265, fig. 8
60 HACA 63A006 e &o A5 .39 | =.0%0[ Ref. 27, £ig. 6
61 HACA 65A006 (a) .20 o) A5 [ 1.09 | -.2bhk| Refl 27, fig. 8
Types of trailing-edge dvvlce Types of leading-edge device ’W
(a) Plain fimp Ea.) Slot i
b) Split £lap — (b) Extensible alat
o) Slotted £lap (o) Drooped flan
d) Extensible slotted flap (4) Extensible flap

(e) Double slotted flmp
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(a) Plain flap. (b} Split flap, : (e} Blotted flap.

AN N\

(d) Extensible alotted flap. (e) Double slotted flap.

Trailing-Edge Devlces

(a) Maxwell slat (slot), (b) Extensible slat.

(¢) Drooped flap. (4) Exteneible flap.

Leading-Edge Devioes

Figure l.- General arrangement of various types of flaps and slats.
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Figure 3.- Concluded.
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